
ORDERING INFORMATION:
SYN-PROOF (tm) COATING

BLACK SILICONE KEYBOARD WITH

(183.5 mm)

(203.2 mm)
8.00

7.23

SYM

(113.3 mm)

(94.2 mm)
3.71

SYM

4.46

KEYBOARD ASSEMBLY, LESS CABLE, APPROX. 8 OZ. (226 GRAMS)
WITH 9.5 FT. CABLE APPROX. 11 OZ. (312 GRAMS)

.09 HIGH TEMPERATURE PCB

 SPECIFICATION:

(2.3 mm)

COPPER TRACK AS SHOWN
CONNECT CABLE SHIELD TO

FLEXIBLE RUBBER BOSSES

(7.9 mm)

(13.0 mm)

.31

.51

D+3
COMMON4

1 +5 VOLTS

USB HEADER

2

1

D-
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DRAWN 

TEMPERATURE:
SEALING:

-40°C TO +80°C

NEMA 4 (IP66)
SHOCK:

110 OLD SOUTH AVE   STRATFORD, CT.  06615 

3. TAKE 'ESD' PRECAUTIONS DURING INSTALLATION AS

DRAWN 

WWW.CTI ELECTRONICS.COM

1. DEBURR ALL EDGES
2. USE #4 STAINLESS HARDWARE FOR MOUNTING.

ELECTRONIC COMPONENTS ARE EXPOSED.

R

KEYPAD (PATENT PENDING)

    ILLUMINATED
EMBEDDED NUMERIC 

PATENTS: 7,499,032, OTHERS PENDING

WEIGHT:UK    UK. ENGLISH
  PORTUGUESEPG 

LEGEND OPTIONS

  USB INTERFACE

BLACK ELASTOMER

-

ES   SPANISH
FR   FRENCH
(BLANK  IS DEFAULT U.S. QWERTY)

  ITALIAN
DL   GERMAN
IT 

(AZERTY)

(QWERTZ)

(MINIMUM LENGTH IS 1.0 FT, MAXIMUM LENGTH IS 9.5 FT)
OPTIONAL CABLE LENGTH DIMENSION 

 IN 0.5 FT. INCREMENTS.

BLANK                INDICATES, NO CABLE.

40gn 11 msec. per MIL-STD-810

K I O 6 8 U 4 -

STANDARD:      , ROHS, FCC CLASS B

MOUNTING DETAIL

NOTES:
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SYM

3.700
(93.97 mm)

-.000
+.020

4.088

SYM (X2)
(103.82 mm)

CLEARANCE FOR #4 OR EQUIVALENT (X12)

SYM (X2)

SYM (X2)

SYM (X2)

(165.08 mm)

(194.08 mm)

6.500

7.642

(55.87 mm)
2.200

MAX (X4)

.075 RAD.
(1.90 mm)

7.225 -.000

SYM
(183.49 mm)

+.020

2.270

SYM (X2)
(57.65 mm)
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MOUNTING DETAIL

NOTES:
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