
ORDERING INFORMATION:

WEIGHT SPECIFICATION:
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FOR "USB" USE ONE HEADER ONLY
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FOR "PS/2" USE BOTH HEADERS THE SAME (FUNCTIONS ONLY)
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-.KIO78

GRAY ELASTOMER KEYBOARD WITH SYN-PROOF       COATINGTM

USB INTERFACE  (9.5 FT. DEFAULT LENGTH)

DL   GERMAN
(BLANK IS DEFAULT US "QWERTY"

P   PS/2 INTERFACE (6 PIN MINI DIN CONNECTOR, 9.5 FT. DEFAULT LENGTH)

LANGUAGE OPTIONS

U

OPTIONAL CABLE LENGTH DIMENSION IN 0.5 FOOT INCREMENTS (DEFAULT 9.5 FT.)
BLANK               INDICATES, NO CABLE.

KEYBOARD WITH PCB APPROX. 12 OZ.  (340 GRAMS)
9.5 FT. CABLE APPROX. 6 OZ.  (170 GRAMS)

USB PORT KEYBD. MOUSE

A 08-25-09

ES   SPANISH
FR   FRENCH
IT    ITALIAN

0



MOUNTING DETAIL

NOTES:
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     ELECTRONICS CORPORATION

B 761795

NEMA 4/4X (IP66) OEM KEYBOARD
MODEL KIO78X2 SERIES

WITH ORBITALMOUSE

1. DEBURR ALL EDGES
2. USE #4 STAINLESS HARDWARE FOR MOUNTING.
3. TAKE 'ESD' PRECAUTIONS DURING INSTALLATION AS

ELECTRONIC COMPONENTS ARE EXPOSED.
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